TEJON POOL AND SPA

GENERAL NOTES:

1. CONTRACTOR TO VERIFY ALL SITE CONDITIONS PRIOR TO BEGINNING
CONSTRUCTION. ALL DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE
OWNER AND LANDSCAPE DESIGNER.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR MAKING THEMSELVES FAMILIAR WITH ALL
UNDERGROUND UTILITIES, PIPES, AND STRUCTURES. CONTRACTOR SHALL TAKE SOLE
RESPONSIBILITY FOR COST INCURRED DUE TO DAMAGE AND REPLACEMENT OF SAID
UTILITIES.

3. CONTRACTOR SHALL NOT WILLFULLY PROCEED WITH CONSTRUCTION AS DESIGNED
WHEN IT IS OBVIOUS THAT UNKNOWN OBSTRUCTIONS EXIST THAT MAY NOT HAVE BEEN
KNOWN DURING DESIGN. SUCH CONDITIONS SHALL BE IMMEDIATELY BROUGHT TO THE
ATTENTION OF THE LANDSCAPE DESIGNER. THE CONTRACTOR SHALL ASSUME FULL
RESPONSIBILTY FOR ALL NECESSARY REVISIONS DUE TO A FAILURE TO GIVE SUCH
NOTIFICATION.

4. PRIOR TO COMMENCEMENT OF WORK, CONTRACTOR TO CALL 1-800-DIG ALERT.

5. NO SUBSTITUTIONS TO ANY SPECIFIED ITEM ON THE DRAWINGS SHALL BE MADE BY
THE CONTRACTOR WITHOUT WRITTEN APPROVAL FROM THE OWNER OR LANDSCAPE
DESIGNER.

6. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY COORDINATING WITH OTHER
SUBCONTRACTORS AS REQUIRED TO ACCOMPLISH CONSTRUCTION OPERATIONS.

7. ALL WORK SHALL CONFORM TO APPLICABLE CODES. IF A CONFLICT ARISES
BETWEEN TWO JURISDICTIONS, THE STRICTER CODES SHALL APPLY.

8. CONTRACTOR SHALL PROTECT NEW AND EXISTING ADJACENT PROPERTIES FROM
HARM.

9. INSTALL ALL MATERIALS, FIXTURES, EQUIPMENT, AND APPLIANCES IN ACCORDANCE
WITH LOCAL AND APPLICABLE CODES, ORDINANCES, MANUFACTURER'
SPECIFICATIONS, DETAILS, NOTES, AND/OR OTHER SPECIFICATIONS.

10. AFTER COMPLETION OF THE PROJECT, CONTRACTOR SHALL PROVIDE OWNER WITH
A COMPLETE SET OF "AS-BUILT" DRAWINGS.

11. CONTRACTOR SHALL PROVIDE AND MAINTAIN STORAGE FACILITIES AND EMPLOY
SUCH MEASURES AS WILL PRESERVE THE SPECIFIED QUALITY AND FITNESS OF MATERIALS
TO BE USED IN THE WORK.

12. CONCRETE SURFACE SHALL BE FORMED WITH LONG, SMOOTH GRADIENTS TO
REDUCE DIPS, ABRUPT CHANGES, AND SHARP TRANSITIONS.

13. ALL CONCRETE FLATWORK TO BE A MINIMUM OF 3 %" THICK AND LOCATED AS
SHOWN. CONCRETE SHALL HAVE A COMPRESSIVE STENGTH OF 2500 PSIIN 28 DAYS.
CONCRETE SHALL BE POURED CONTINUOUSLY, WHERE POSSIBLE, AND THOROGHLY
CONSOLIDATED BY MECHANICAL VIBRATION OR OTHER METHODS.

14. CONTRACTOR SHALL COORDINATE IRRIGATION AND LIGHTING SLEEVE LOCATIONS
UNDER PAVED AREAS AS REQUIRED, REFER TO APPROPRIATE PLANS.

15.IF, IN THE FIELD, SCALED DIMENSIONS CONFLICT WITH STATED GRADES AND/OR
ELEVATIONS, THE DESIGN ELEVATION SHALL TAKE PRECEDENCE.

16. VERIFY WITH STRUCTURAL ENGINEER FOR THE NEED FOR REINFORCING, BASE
MATERIAL, ETC., FOR HARDSCAPE, PAVING, WALL FOOTINGS, ETC.

17. CONTRACTOR TO PROVIDE FOR ELECTRICAL SOURCE TO ALL EQUIPMENT,
APPLIANCES AND ELECTRONICS, AND PROVIDE FOR PROPER DRAINAGE IN PLANTING
AREAS.

18. CONTRACTOR TO CONCEAL ALL FRAMING CONNECTIONS FOR STRUCTURES,
INCLUDING, BUT NOT LIMITED TO FENCES, GATES AND TRELLIS.

19. CONTRACTOR TO PROVIDE EXPANSION JOINTS IN PAVING NEXT TO ALL BUILDINGS,
WALLS AND STEPS.

20. PROVIDE ALL PERMITS.
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Pools

Count: 1
Perimeter: 74'0Q"
- Area: 330.00 ft?
S —— Int Surface Area: 1174.4 ft2
" ) 1-0" Depth: 5' Deep Max, 3' Shallow Min.
) Volume: 13,407 gallons
Interior Finish:  Pebble Technology, Aqua Blue
Tile Line: _ +6" 105' 3"
Coping Area: 89.68 ft?
Coping Interior: 105" 3"
Shortcrete or Gunite: 26.4 yards?®
Rebar: 4092' #4 Rebar @ 12" O. C.

:

il - Spas

Count: 1
Envelope: 8'x8'

https://www.etsy.com/shop/144SQFT

144 sgft.efsy.com

TI_OII
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—
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N N Perimeter: 36’
~ SPA Spillway: ~ No Spillway
Area: 49.0 ft2
Int Surface Area: 183.04 ft?
POOL Depth: 31/2'
Height: At F.G.
Volume: 1,162 gallons
Interior Finish: Pebble Technology, Oasis Blue
12" Tile Line:  +6" 31'5"

AN

SHALLOW

==

|5I_OII

|

Tile Material: 1" x 1" Glass Tile + 6" Ceramic Tile
Shortcrete or Gunite: 4.8 yards?®
<] Rebar: 704' #4 Rebar @ 8" O.C. Both Directions

AV
00-00-00

DEEP Water Features

Plumbing

Runway: 1, 36" Wide, -18"

Bid Set Issued:

Linear Ft: _ TBD
\ / Skimmer, Waterway Renegade: 75 G.P.M. 2" Ports

Jets: 1" Directional Waterway Air Venturi Jets
(System will Support 10-12 Jets), Location per Owner

S
—
—

Description

; _ SWIMMING POOL EQUIPMENT SET,

EXACT LOCATION TBD Electrical
SKIMMER

Date

Sizing: 1"

Linear Ft: TBD

POOL AND SPA CONSTRUCTION Gas

REVISIONS

No.

SCALE : 1/12"=I'-O" Sizing: 1"

Linear Ft: TBD

Pool Equipment List
Jandy RS 6 1Q remote System (for Smart Phone)

LEGEND NOTES: (1) Jandy Variable Speed FLOPRO Filter Pump 3.8 HP

SYMBOL MODEL # | ALL WORK SHALL BE IN ACCORDANCE WITH (1) Jandy Variable Speed FLOPRO Booster Pump 3.5HP

10" V.&B. ANTI VORTEX SUCTION COVERS, 3' APART MIN. REQUIREMENTS OF THE CITY/MUNICIPAL CODES. (1) Jandy 400,000 BTU JXi Pool Heater

@ )
\V4 I" DIRECTIONAL RETURN, EYEBALL FITTINGS 2. REBAR 1S SHOWN HERE FOR GRAPHIC PURPOSES ONLY. (1) Nature? Chlorine Tablet & Mineral System Fusion, In-ground
PLEASE SUBMIT TO A STRUCTURAL ENGINEER AND SOILS (1) laqualink 3.0
11 3" MICROBRITE COLOR LIGHTS EXPERT FOR YOUR LOCAL GOVERNANCES. '
(1)

Jandy 60 SF DEV DE Filter

NOTE:
CONTRACTOR |S RESPONSIBLE FOR VERIFYING ALL
DATA IN THE FIELD.

POOL AND SPA REBAR #4 @ 12" O.C., TYP.

MATERIAL LIST FOR POOL.:

POOL WATER FEATURE TILE: ANDRATX TRAMONTANA
PORCELAIN DECORATIVE FIELD TILE 6X6 CHARCOAL
GLOSSY (NOTE THIS IS NOT NPT)

POOL SURFACE: NPT MINI PEBBLE, AQUA WHITE

TRIM TILE AND EXTERIOR BOND BEAM: NPT OCEANSCAFES
- MAVERICKS - " X |"

COPING: NPT PRECAST COPING, EASED EDGE, DARK GREY

SPILLWAY AND NEGATIVE EDEGE TILE (THIS IS ONLY ON A
FEW) : NPT ELEMENTAL - WHITE PEARL - I" X |"

TEJON POOL AND SPA
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RETURN LINE
WASTE
SKIMMER
MAIN
DRAIN

N

TO VENT

FILTER

\/
PUMP

HAIR & LINT CATCHER
(COMPONENT OF PUMP)

warranty registration information.

(A) sKIMMER

NOT TO SCALE

Water Line

11"

Expansion Joint

<—Deck Slab

(TYP.)

6" Tile—

8"

3" Min
(TYP.)

Bond Beam Reinf.

3 #4 Bars
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91 LOW BATTERY FUNCTION

When the 9-volt battery is low, the gate alarm horn will chirp once every
10 seconds—this means it is time to install a new battery, Battery life is
approximately 1 year. Test your gate alarm weekly by opening the gate
and allowing the alarm to sound.

WARRANTY AND REPAIRS

POOLGUARD is sold with a limited warranty to cover defects in parts
and workmanship for one year from date of purchase. (Retain proof of
purchase). If Poolguard exhibits a defect, please call our Customer
Service department at 1-800-242-7163. Unauthorized returns will not be
accepted. Proper repair is only ensured when the unit is returned to the
manufacturer. Visit our website at www.poolguard.com to fill out your

SWIMMING POOL SAFETY TIPS

*Supervise children at all times.

*Never permit swimming alone. Never leave a child alone, even
to answer the telephone.

eAlways remove the entire solar cover from a pool before
swimming.

*Remember that alcohol and water safety do not mix.

*Have your pool area fenced and the gate locked to prevent
unauthorized entry to the pool, and install a gate alarm.

eLock and secure all doors in the house which permit easy
access to the pool, and install a door alarm.

*Have a responsible adult teach swimming and water safety to
your children.

*Maintain clean, clear water in the pool.

*Do not swim during electrical storms.

*Do not permit bottles, glass, or sharp objects to be used
around the pool.

eAsk your pool dealer how you can improve your pool
safety—they will be glad to assist you.

*Above all: remember that common sense, awareness, and
caution will allow you to enjoy your pool.

PBM INDUSTRIES, INC.

P.O. Box 658
NORTH VERNON, IN 47265
812-346-2648 POO Ig uard’
AR A
PBM INDUSTRIES, INC. www.poolguard.com

MADE IN THE USA

EAREARATAEATAS
REV. 05-17

Foolguard®

e

Foolguard®

Poolguard’s
Family of Products
Helps Protect Your Family!

www.poolguard.com

GATE ALARM

Installation Instructions

MODEL GAPT-2
MEETS UL 2017

GATE ALARM

ruolguqrd
[~ ° AN §

e._|

SENSING

Figure1

The horn is 85dB at 10 feet

IMPORTANT

READ THOROUGHLY BEFORE USING ALARM

The product has been designed to aid in the detection of unwanted
intrusions into unsupervised areas. POOLGUARD GAPT-2 IS A
SAFETY ALARM SYSTEM AND NOT A LIFE SAVING DEVICE. It
should be used in conjunction with the safety equipment currently in use
and should not affect existing safety procedures.

POOL COPING

NOT TO SCALE

050517 GAPT2 Manual:Layout 1 5/5/17 10:52 AM Page 2

INSTALLING THE 9V BATTERY (ric. 2)

Maximum Current Input = 19mA
9V dc alkaline battery. Energizer No. 522 or Duracell No. MN1604

A. Remove the assembly screw from the back of the gate alarm and
remove the top cover. (See Figure 2)

B. Pull down the battery spring and install the 9v battery (see figure 2).
NOTE: If the battery spring is not in the correct position under the
battery, the alarm will not go back together.

C. When the 9v battery is installed, the LED will flash once every 10
seconds. When the alarm sounds, the LED will flash once every
second.

D. Reassemble the gate alarm with the assembly screw. NOTE: Once
the battery is installed the alarm may sound accidentally until the
sensors are connected properly.

é 2. INSTALLING POOLGUARD GATE ALARM ics. 1 & 2)

BATTERY SPRING

B. With a pencil, mark 2 spots 2 1/2” apart vertically (up & down) where
the alarm will be mounted. These 2 marks are where the 2 larger
supplied screws will be inserted to hang the gate alarm.

C. Insert the 2 larger supplied screws on the 2 marks. Leave about 5/32”
(not including the head of the screw) exposed.

D. Hang the gate alarm on the mounted screws and pull downward until
the screws are positioned in the small end of the hanger holes in the
back of the alarm.

3. INSTALLING GATE SENSOR (FiG. 1)

The Poolguard Gate Alarm is activated by a sensor which consists of
two parts. One part contains the sensor magnet. The sensor switch is
permanently connected to the sensing wire that comes from the
Poolguard Gate Alarm. Using the screw supplied, the sensor switch is
installed on the stationary part (usually the frame) of the fence, and the
sensor switch should be on the side near the top of the fence post
(Fig. 1), but not on the side which is hinged. To function properly the
sensor switch and sensor magnet should line up with each other, and a
spacing of 2 ” between the sensor switch and sensor magnet is
acceptable. If either the gate or the fence post is made of steel this may
limit spacing between sensor switch and sensor magnet to 1 1/4”, test
your alarm. If spacing of 2”7 is needed, use 1/4” thick wood or plastic
shims under the sensor switch and sensor magnet.

A. Determine the best location. The gate alarm must be installed at least
54” above the threshold of the gate. 4- OPERATING YOUR GATE ALARM (FIG. 1)

The POOLGUARD GATE ALARM uses two delay modes which allow
the user to exit and enter the gate without the alarm sounding. These
two modes are explained below.

A. FIRST DELAY MODE: When the gate is opened the alarm
automatically goes into the first delay mode which gives you 7
seconds after the gate is opened to push the pass thru switch. If the
pass thru switch is not pushed within 7 seconds the alarm will sound
with the gate open or closed. To silence the alarm close the gate then
push the pass thru switch.

B. SECOND DELAY MODE: When the gate is opened and the pass thru
switch is pushed within 7 seconds, this puts the gate alarm in the
second delay mode which allows you 14 seconds to go through the
gate and close it. When the gate is closed within 14 seconds, the
alarm will automatically reset. If the gate is not closed within 14
seconds, the alarm will sound.

NOTE: If the alarm sounds for approximately 5 minutes and the gate is
still open. The alarm horn will start to pulsate, 5 seconds ON and 5
seconds OFF. The alarm will continue to do this until an adult closes
the gate and pushes the PASS THRU switch on the gate alarm to
silence the alarm. If the alarm sounds for approximately 5 minutes
and the gate is closed, the alarm will reset.

I'Joolguard®

A
www.poolguard.com

Foolguard®

A e e

N

Jp e
\ , “SAFETY BUOY”

ABOVE GROUND POOL ALARM

WITH REMOTE RECEIVER
IN GROUND POOL ALARM

WITH REMOTE RECEIVER

@ -
o

DOOR ALARM DOOR ALARM

WITH TRANSMITTER

www.poolguard.com

*

*5'-0" MIN.

4" MAX. BETWEEN PICKETS
SELF-CLOSING HINGES

SELF-CLOSING LATCH, 54"
MIN. ABOVE F.G.

|— FENCE HEIGHT 5'-O" MIN.*¥

| T [ /
yﬂé ﬁ‘
Elf

*¥45" MAX OF NON-CLIMBABLE
FENCING (i.e., NO "TOE HOLD")

2II

2" MAX. BETIWEEN FENCE
OR ©ATE AND F.GC.

©

MINIMUM FENCE/GATE REQUIREMENTS

SCALE : 1/2"=|'-0"

NOTE:

A COMBINATION OF NATIONAL AND INTERNATIONAL SKWIMMING POOL AND SPA CODES STATES THE

FOLLOWING:

ANY BODY OF WATER EXCEEDING 1&" DEEP MUST BE FULLY ENCLOSED BY A FENCE OR WALL BARRIER
COMPLYING TO THE ATTACHED DETAIL. ANY DOORS LEADING DIRECTLY OR INDIRECTLY TO THE POOL
AREA MUST HAVE AN ASTM CERTIFIED ALARM INSTALLED 54" ABOVE FINISHED FLOOR THAT PRODUCES
AN AUDIBLE WARNING WHEN THE DOOR IS OPENED. IT IS A STRONG SUSGSESTION THAT ADDITIONAL
PRECAUTIONS ARE TAKEN SUCH AS THE ATTACHED MOTION SENSOR CONES, IN EACH SEPARATE BODY OF

WATER.

IT 1S THE DUTY OF THE CONTRACTOR AND HOMEOWNER TO CONTACT LOCAL MUNICIPALITIES TO ENSURE

COMPLIANCE WITH ALL LOCAL CODES.

https://www.etsy.com/shop/144SQFT

144 sgft.efsy.com
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